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ZZOO--33114455--NNCC22  
Explosion Proof - Zoom-Only - IP Camera 

 

 

 

The ZO-3145-NC2 is a high-resolution, low light, color 

video camera with a 26x motor driven optical zoom and a 

4x digital multiplier providing 104x total zoom that is 

browser controlled through the IVC video management 

system.  

 

The video is “Image Stabilized” thereby producing  

stable video when the camera is in vibration.  

 

Inputs are provided for contact closures or TTL connects 

from auxiliary security or process-monitoring devices to 

initiate automatic, pre-composed views and video 

recordings of intrusions or process upsets.   

 

The camera is housed in a rugged stainless steel enclosure  

certified to EE xd IIB +H2 T6.  

 

The enclosure is dustproof, weather tight, rated IP66, includes an automatic heater and 

blower, and comes with a sun shield. 

 

The camera is ready for mounting and requires only a power and ST Multi-mode fiber 

IP network connection. Explosion proof cable glands are included.  
 
 

 
   Specifications 

 
Imager 1/4" Super HAD CCD 

Shutter 1/60 to 1/10,000 Seconds 

Exposure Auto 

Min. Illumination 0.7 Lux 

Auto B/W Mode  Auto -0.01Lux 

Image Stabilization Auto 

Focus Auto and Manual 

Zoom 26X Optical, 4X Digital* 

View Angle 2.7° - 48° 

Focal Length 4.1 - 73.8 mm 

Focal Length 4.1 - 73.8 mm 

F-number 1.4 - 3.0 

Ethernet 10/100 BaseT Ethernet 

Fiber ST Multi-mode 

Aux. Video Output NTSC 470 Lines (BNC) 

I/O Terminals 1 Inputs, 1 Output 

Resolution 704x480, 352x240 

Compression M-JPEG 

Frame Rate 30 FPS (at 352x240) 

Frame Rate 10 FPS (at 704x480) 

Protocols TCP/IP, HTTP, FTP, SMTP 

Housing Stainless IP-66 

Weight 15.8 Kg 

Power Requirement Specify requirement 

Power Consumption 55 W max 

Operating Temp 32° - 135° Fahrenheit 

Dimensions 55.8 L  x 19 D mm 

Mount 7.6 X 15.2 mm Horiz. surface 

 
*12X digital zoom in the IVC video management system 

 

 


